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Luminous flux Chromaticity coordinates 

All LEDs on x y10660 lm 0.278 0.207 

Red x y2400 lm 0.690 0.300

Green x y4000 lm 0.122 0.670

Blue x y880 lm 0.154 0.026

White x y3754 lm 0.310 0.320
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Photometric Measurements
Photometrische Messungen I Mesures Photométriques 
Medicones Fotométricas 
   

ZENIT W300 (CLZW300)

48k
36
73

5.4k
105
218

1.9k
176
363

482
352
727

120
705
1455

Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 21.0° 

Field angle 
(1/10 peak): 40.0°

Distance (m) 1 3 5 10 20

CRI  73
CCT 6455 K 21.0° 40.0°

Cameo® is a brand of the Adam Hall Group · Adam-Hall-Str. 1 · 61267 Neu-Anspach · Germany        

Available SNAPMAG® Filters (W300/B200)

Distance [m] 1 3

48k 5.4kwithout lens

3k 333CLZW300B200SMLSD100 (100°)

Illuminace [lx] 12k 1.3kCLZW300B200SMLSD6010 (60° x 10°)

11k 1.2kCLZW300B200SMLSD40 (45°)

CLZW300B200SMLSD20 (25°)

5 10 Luminosity [cd]

2k

120

480

440

482

30

120

110

48k

3k

12k

11k

25k 2.8k 1000 250 25k

20

120

7.5

30

27.5

62.5

W
av

el
en

gt
h 

[n
m

]



W
av

el
en

gt
h 

[n
m

]

UV IR

All LEDs on 

400 500 600 700 

Luminous flux Chromaticity coordinates 

All LEDs on x y10660 lm 0.278 0.207 

Red x y2400 lm 0.690 0.300

Green x y4000 lm 0.122 0.670

Blue x y880 lm 0.154 0.026

White x y3754 lm 0.310 0.320
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